IOWA HIGH SCHOOL
IOWA, LOUISIANA
CALCASIEU PARISH SCHOOL BOARD
KARL BRUCHHAUS - SUPERINTENDENT

HURRICANE LAURA DAMAGES RESTORATION PROGRAM
REPAIRS TO BASEBALL/SOFTBALL FIELD-PHASE 1 HL-026-05

JUNE, 2021

SHEET INDEX
A1.0 COVER SHEET AND OVERALL SITE PLAN
A1.1 SOFTBALL FIELD AND DETAILS
A1.2 BASEBALL FIELD AND DETAILS
C1.1 ELECTRICAL PLAN - BALLFIELDS
C2.1 ELECTRICAL PANEL SCHEDULES AND RASTER DIAGRAM
C2.2 PANEL SCHEDULES, LIGHT FIXTURE SCHEDULE, DETAILS

INTERNATIONAL BUILDING CODE 2021
ASCE 7-16
RISK CATEGORY 3

CODE REFERENCES

VICINITY MAP
N.T.S.
GENERAL NOTES

- Place gates in chain link fencing in locations to match exist. Contractor shall verify.
- Place new metal wall outfield fencing to match location of existing fence. Verify dimensions.
- Remove all existing outfield fencing and fencing along foul lines to dugouts.
- Haul off all fencing and construction debris.
- Contractor shall direct bury new concrete light poles. Manufacturers of light pole shall design light poles to meet all applicable codes and wind loads. Contractor and pole manufacturer to reference geotechnical soils report included in the project manual for pole design.

LEGEND

- 4' Chain Link Fencing
- Metal Panel Fencing

1. Section Thru 6' Panel Fence
2. Detail @ Top of Wall Panel
3. Plan Detail @ Panel Fence
4. Chain Link Fence Detail

Scale: 1" = 30' for Softball Field
Scale: 1" = 1'-0" for Softball Field Details

Legend:

1. Detail @ Top of Wall Panel
2. Section Thru 6' Panel Fence
3. Plan Detail @ Panel Fence
4. Chain Link Fence Detail

Scale: 1" = 1'-0" for Softball Field Details

Legend:

- Chain Link Fence
- Metal Panel Fence

Softball Field

Scale: 1" = 30'

Legend:

- SOFTBALL DIAMOND
- EXISTING BACKSTOP WALL
- 12" GATE
- 4" GATE
- REMOVE EXISTING 4' CHAIN LINK FENCE & GATES, REPLACE 4' CHAIN LINK FENCING WITH NEW
- STRAIGHTEN AND PAINT EXISTING FOUL POLES
- REMOVE ALL EXISTING FENCE AND PROVIDE NEW 6' OUTFIELD METAL WALL AS DETAILED
GENERAL NOTES

- Place gates in chain link fencing in locations to match exist. Contractor shall verify.
- Place new metal wall outﬁeld fencing to match location of existing fence. Verify dimensions.
- Remove all existing outfield fencing and fencing along foul lines to dugouts.
- haul off all fencing and construction debris.
- Contractor shall direct bury new concrete light poles. Manufacturers of light poles shall design light poles to meet all applicable codes and wind loads. Contractor and pole manufacturer to reference geotechnical soils report included in the project manual for pole design.

Remove and replace existing 4' chain link fence.

Legend

- 4' Chain Link Fencing
- Metal Panel Fencing

Section Thru 8' Panel Fence

Scale: 1" = 1'-0"

Section Thru 6' Panel Fence

Scale: 1" = 1'-0"

Detail @ Top of Wall Panel

Scale: 1" = 1'-0"

Plan Detail @ Panel Fence

Scale: 1" = 1'-0"

Chain Link Fence Detail

Scale: 1" = 1'-0"
### Electrical Panel Schedules & Light Fixture Schedule

#### BASEBALL FIELD

| Panel Description | Baseball Field | Instrumentation | Volt. | Fixture
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>B1 Load Center</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>B2 Load Center</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### Light Fixture Schedule

<table>
<thead>
<tr>
<th>Type</th>
<th>Description</th>
<th>Number</th>
<th>Voltage</th>
<th>Wattage</th>
<th>Location</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

---

**Notes:**
- Circuit breakers to be "in open" in the closed position.